
N3CS2
2 Mpx Box Mini network camera

KEY FEATURES

TECHNICAL  SPECIFICATIONS
Camera

Image Sensor IMX290

Main processor Hi3516D

Resolution 1080P

Effective Pixels 1945(H)*1097(V)

Compression H.264/H.265/JPEG/AVI/MJPEG

TV System PAL/NTSC

Electronic Shutter Time Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

S/N Ratio ≥52dB

Scanning System Progressive

Audio NO

Alarm NO

SD Card support  128G Micro SD

Video Output Network
Lens 

Focus Length Board Lens 2.8mm/F2.0

Focus Control Fixed

Lens Type Fixed

Pixels 3Mp
Network

Ethernet RJ-45 (10/100Base-T)

Protocol TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP,SMTP

ONVIF Support ONVIF 2.4

P2P YES, Support QR Code

POE YES, Support IEEE 802.3af

WIFI NO

Video Delay  0.3S (Within the Lan)

Main Stream 1 1920*1080@30fps

Main Stream 2 /

Main Stream 3 /

Sub Stream 1 720*480@30fps

Sub Stream 2 /

Sub Stream 3 /

Tri Stream 352*288@30fps

Browser IE8-11, Google Chrome, Firefox, Safari, Mac Safari

Smart Phone iPhone, iPad, Android, Android Pad
Camera Features

Day/Night Color

Image Config
Saturation/Brightness/Contrast /Sharpness, Mirror, 3D NR , White Balance, FLK(Flicker Control

)
Corridor Pattern Support

Defog  Mode Support

ROI Support

BLC Support

HDR /

WDR Support 

Motion Detection Support  

Privacy  Masking 3 Rectangular Zone

Recording Mode NVR/NAS/CMS/Web

Language
Chinese Simplified, Chinese Traditional, English, Bulgarian, Polish, Farsi, German, Russian, French, Korea

n, Portuguese, Japanese, Turkish, Spanish, Hebrew, Italian, Nederlands

General

Housing Metal

IR Cut Filter NO

Operation Temperature -20

℃

 ~ +60

℃

 RH95% Max

Storage Temperature -20

℃

 ~ +60

℃

 RH95% Max

Power Source DC12V±10%, 500mA

Dimension 36(W) x 36(H) x33(D)mm

Weight  300g

 DATA

 SHEETS

Head Office and Plant

Via della Scienza 50 

41122 Modena—Italy

Tel.: +39 059 289811

Fax: +39 059 289860

www.techboard.it

Security Division

Area Science Park

Trieste - Italy

Tel. +39 059 289899

Fax + 39 059 289860

www.syac-tb.com

· 2 Megapixel resolution

· SD card slot for local alarm recording

· 2.8mm Board lens

· Low bitrate, Excellent low light performance

· d-WDR, 2D/3D DNR, ROI, Defog, Privacy mask

· Onvif 2.4 compliant

2 YEARS 

WARRANTY 

IP 

POE IP66 WDR 

d 

2 Mpx Onvif SD 
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MECHANICAL  DRAWINGS

 DATA

 SHEETS

Head Office and Plant

Via della Scienza 50 

41122 Modena—Italy

Tel.: +39 059 289811

Fax: +39 059 289860

www.techboard.it

Security Division

Area Science Park

Trieste - Italy

Tel. +39 059 289899

Fax + 39 059 289860

www.syac-tb.com

C
o

p
y
ri
g

h
t 

©
 2

0
1

6
 T

E
C

H
B

O
A

R
D

. 
Th

e
 in

fo
rm

a
ti
o

n
 in

 t
h

is
 d

o
c

u
m

e
n

t 
is

 p
re

se
n

te
d

 in
 g

o
o

d
 f

a
it
h

 a
n

d
 is

 b
e

lie
v

e
d

 t
o

 b
e

 c
o

rr
e

c
t.

 H
o

w
e

v
e

r 
TE

C
H

B
O

A
R

D
 s

h
a

ll 
n

o
t 

b
e

 li
a

b
le

 f
o

r 
a

n
y
 e

rr
o

rs
 in

 c
o

n
te

n
t.

 T
E
C

H
B

O
A

R
D

 r
e

se
rv

e
s 

th
e

 r
ig

h
t 

to
 m

a
k
e

 c
h

a
n

g
e

s 
to

 a
n

y
 p

ro
d

u
c

t 
h

e
re

in
 t

o
 im

p
ro

v
e

 r
e

lia
b

ili
ty

, 
fu

n
c

ti
o

n
s 

o
r 

d
e

si
g

n
. 
A

ll 
tr

a
d

e
m

a
rk

s,
 lo

g
o

s 
a

n
d

 im
a

g
e

s 
a

re
 o

w
n

e
d

 b
y
 t

h
e

ir
 r

e
sp

e
c

ti
v

e
 o

w
n

e
rs

 

2 YEARS 

WARRANTY 

IP 


